
HEAVY DUTY SCREEN

863+ 

 
Screen Size:                   2760mm x 1220mm (9’ x 4’)     	
Net Engine Power:        Tier 4F / Stage IIIB:                                          Caterpillar C3.4 55kW (73.8hp)   	                                        
                                         Stage V:                                                            Caterpillar C2.2 55kW (74hp)
Portability:                      Tracked                                                                                                               
Operating  Weight:       18,300kg (40,350lbs) (with Belt Feeder)

STRONG HERITAGE, STRONG FUTURE



Hopper

Screen Box

Oversize Conveyor

Fines Conveyor

User Friendly Interface

HEAVY DUTY SCREEN

863+

HOPPER/FEEDER
Hopper Capacity: 5m³ (6.54yd³) with hydraulic folding hopper 
extensions
Feed height: 3.3m (10’ 10”)
Feed in width: 2.2m (7’ 3”)
Drive: Hydraulic variable speed drive via high torque gearbox
Beltfeeder dimensions: 1.1m wide x 3.4m long (43” x 11’ 2”)
Speed: variable,

SCREEN BOX
Top deck: 2.76m x 1.22m (9’ x 4’)
Bottom deck: 2.76m x 1.22m (9’ x 4’)
Tensioning top deck: side
Tensioning bottom deck: end
Drive: hydraulic with heavy duty bearing
Screen Angle: 14° - 18°, hydraulic adjust
Screen Speed: 920 rpm
Screen stroke Min/Max range: 10 - 12mm (0.4” - 0.5”)
Screen stroke standard: 10mm (0.4”)
Screen box discharge end raises hydraulically 500mm to facili-
tate mesh changing
Media options: Mesh, Punch Plate, Tines, Bofor bars, Cascade 
Fingers 
Total screening area: 6.7m² (72ft2)

OVERSIZE CONVEYOR
Belt width: 1m (40”)
Belt spec: Chevron
Working Angle: 15° - 24°, hydraulic adjust
Speed: Variable speed, 115m/min max belt speed
Impact bars 2/3 Length of Conveyor
Steel skirted full length of conveyor 
Discharge Height: 3.5m (11’ 6”)
Stockpile capacity: 64m3 (83.8yd3) max

TRANSFER CONVEYOR
Belt width: 1m (40”)
Belt spec: 3 ply Belt, EP 400
Belt Speed: 145 m/min max belt speed
Conveyor fully skirted
High spec scraper at head drum



Radio remote control of tracks (Option)

Top Deck Tines

Galvanised Catwalk around Screen (Option)

Top Deck Mesh

Deutz TD2011 L04i - 4 cylinder diesel engine developing 66.2hp (49.4kW)
@ 2300 rpm

FINES CONVEYOR
Belt width: 650mm (26”) 
Belt spec: plain belt
Working Angle: 25°
Rosta scraper on head drum
Speed: variable speed, 185 m/min max belt speed
Standard Discharge Height: 3.85m (12’ 8”)
Stockpile capacity: 85m3  (111yd3)

POWERUNIT & HYDRAULICS
Stage V: Caterpillar C2.2 		
Engine Power:  55kW (74hp)		
Engine Speed:  2300 rpm
Tier 4F / Stage IV: Caterpillar C3.4.	
Engine Power:  55kW (73.8hp)		
Engine Speed: 2300 rpm
Pump 1:		
Conveyors		
Screen		
Tracks
Pump 2:		
Nil

TANK CAPACITIES
Hydraulic Tank Capacity: 500 litres / 110 UK gal / 132 US gal
Fuel Tank Capacity: 145 litres / 32 UK gal / 38 US gal

UNDERCARRIAGE
Shoe Width: 400mm (16”)
Sprocket Centres: 2.5m (8’ 2”)
Dual Speed tracking: 0.9 kph (slow) 1.6kph (fast)
Gradeability:  39° 
Raking Angle: 9° min 

MIDGRADE CONVEYOR
Belt width: 650mm (26”)
Belt spec: chevron belt
Working Angle: 25°
Speed: variable speed, 185 m/min max belt speed
Standard Discharge Height: 3.68m (12’ 1”)
Stockpile capacity: 75m3 (98yd3)



HEAVY DUTY SCREEN

863+

OPTIONAL EQUIPMENT:
Abbrasion Resistant plate steel pan apron feeder with heavy 
duty chain drive- c/w larger tracks. Note- implications on trans-
port height and weight. Please check with logistics department
Tines in top deck (40/50/60/65/75) Maximum 75mm - Max. 
piece size not to exceed 400mm³, based on a Material density of 
1,600kg/m³
Abbrasion Resistant Plate punch plate in top deck of screen 
(35/40/50/60/75/85/100/120mm) - Max. piece size not to exceed 
400mm³, based on a Material density of 1,600kg/m³
Heavy duty Bofar bars in top deck (75/100)mm)- Max. piece size 
not to exceed 400mm³, based on a Material density of 1,600kg/
m³
Top deck mesh (20-100mm) - Max. piece size not to exceed 
400mm³, based on a Material density of 1,600kg/m³
Cascade fingers in bottom deck 25-75mm (x 5mm)
Bottom deck mesh (10-75mm)
Radio remote control of tracks
68 grade hydraulic oil
300mm increased ground clearance extension
Galvanised Catwalk around screen (Left & Right sides) c/w hand-
rail & kick board
Special paint colour (if different from Finlay Orange RAL 2002) 
RAL must be specified on order
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The material in this document is for information only and is subject to change without notice.

Finlay® assumes no liability resulting from errors or omissions in this document, or from the use of the information contained herein.

Due to continual product development we reserve the right to change specifications without notice. Product performance figures given in this brochure are for guidance purposes only, this 
information does not constitute an expressed or implied warranty or guarantee, but shows test examples. These results will vary depending on application. Photographs are for illustrative 
purposes only; some or all of the machines in the illustrations may be fitted with optional extras. Please check with your Dealer for details on optional extras.

Created in 2022

TRANSPORT DIMENSIONS WORKING DIMENSIONS

www.terex.com/finlay E: sales@terexfinlay.com T: +44 28 82 418 700

MACHINE WEIGHT: 

9.6M (31’ 6”)

3.
1M

 (1
0’

 2
”) 

2.55M (8’ 4”)

12.1M (39’ 8”)

14.10M (46’ 3”)

3.
5M

 (1
1’ 

6”
)

18,300KG (40,350LBS) 
WITH BELT FEEDER

HEAVY DUTY SCREEN

863+


